
VT403WA Waterproof Vocal 
Lavalier Microphone

Stage your adventure.

The VT403WA is a professional waterproof lavalier microphone suited perfectly for musicals, vocals, theatre, mo-
vies and broadcasts. Even with its small dimensions, it displays an enormous presence when it comes to sound: 
The VT403WA is based on the successful vocal microphone VT403 that is known for its excellent performance at 
high sound pressure levels. The ultra-miniature Hi-SPL microphone is used with a wireless body pack transmitter 
and impresses with an open and clear sound.

The WA version features a waterproof, sweat resistant body as well as a cable that is extremely reinforced 
against sweat, cuts and tearing. This makes the VT403WA nearly invisible lavalier microphone perfectly suited 
even for the most adverse conditions on stage.

The Voice Technologies VT403WA comes in the solid, waterproof VTO box with the following accessories:
- AC4 Alligator Clip
- DM4 Dracula Clip
- MMC4 Miniature Magnetic Clip
- RBM Rubber Body Mount
- Wsi Miniature Windscreen

Application area: Film - Stage - Musical - Vocals
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Specifications:

Generating Element:  Electret Condenser
Polar pattern:   Omni-Directional
Frequency Range:  100Hz - 20kHz
Sensitivity:   -48dB ±3dB 1V/microbar (4mV/Pa)
Noise Level:   +33dB “A” Weighted
Max. Input SPL:   136dB
Impedance:   2 kOhm
Bias/+VDC:   3V (1.5 to 9V max.)
Color:    beige
Mic Size:   10x3,2mm
Cable:    Length 1.5m Ø 1.5mm
Weight:   6 g

Wiring Configuration (3-wire):

Black   +VDC
White   NF
Silver   Mic-Shield (Ground)

Frequency Response:

VT403WA Waterproof Vocal Lavalier Microphone

Standard Accessories

Standard Packaging

VTO Box

AC4 DM4

MMC4 RBM

WSi


